
Excellent entrance mats with unique features
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Aqua 85 Twin FibreTM ECONYLTM

www.medialinternational.com

BLACK

GREY

BROWN

BLUE

RED

Type
Scraping

Use
Indoor

Traffic
High (1500 to 5000)

Mat Matrix
A

Excellent entrance mat with unique features

Aqua 85 is an outstanding mat with a long proven track record. 
Made of ECONYL®, this scraper walkoff mat has a Twin Fibre pile construction.

Aqua 85 is the best performing mat when it comes to dirt absorption, thanks to the Twin Fibre pile construction. A product 
innovation in which hard scraping yarns and thin moisture absorbing yarns are tufted next to each other for ultimate dirt 
absorption. A luxury mat with a warm appearance for high traffic use (class 33) at top locations that want to be and remain 
representative.

Matching all floors
Different colourways have been developed
to complement every interior style.
For ambiences ranging from classic to 
modern design.  The broad range always
finds customers’ solution, to complement
both interior design and floor type.
Make your own combination.
Be inspired by our options.

PILE



Twin FibreTM ECONYLTM

www.medialinternational.com

BLACK

SPECIFICATIONS

GREY BROWN

*Sand absorption classification Class 3: >=90%, Sand absorption classification: 80% =< class 2 < 
90%, Sand absorption classification Class 1: =< 80% **Optical classification: 5 indicates highest, 1 
indicates lowest ***All listed width dimensions include a PVC edge of 2,5 cm at both sides. The roll 
lengths are an indication. Delivered length can be up to 15% higher or lower.

Excluding loose-laid mats
EN 14041:2004

BLUE RED

Aqua 85
Excellent entrance mat with unique features

Pile material 100% recycled (ECONYL®) Polyamide

Use classification EN 1307 33

Flammability Euroclass EN 13501 Cfl-s1

Sizes rolls (w*l) *** 130 cm/ 20 m1, 200 cm/ 20 m1

Sizes mats (w*l) *** 90*150, 130*200, 130*600, 200*300, 200*1000 (cm)

Sand absorption class* 3

Optical class** 4,5

Absorption capacity TNO W6034 ± 4,5 l/m² (tbc)

Pile weight ISO 8543 770 g/m²

Total weight ISO 8543 ca. 3.520 g/m²

Pile height ISO 1766 ca. 6,0 mm

Total height ISO 1765 ca. 8,0 mm

Pile density ISO 8543 0,107 g/cm³

Number of stitches ISO 1763 ca. 111.650 /m²

Wearing class EN 1963 33

Comfort EN 1307 LC2

Dimensional stability ISO 2551 < 0,4%

Impact sound insulation EN 1307 annex D. ≥ 20 dB

Light fastness ISO 105 B02 >7

Water fastness ISO 105 B01 4-5

Rubbing fastness ISO 105 X12 4-5

Salt water ISO 105 E02 4-5

Shampoo BS 1006 4-5

Organic solvents ISO 105 X05 4-5

Static charge ISO 6356 < 2,0 kV

Thermal resistence EN 12667 0,087 m²K/W

Slip Resistance EN 13893 DS

Yarn construction Duble-Fibre

Design Heathered

Colouring Solution dye

Colours 5

Suitabililty for stairs EN 1963 Intensive use

Suitability for castor chairs EN 985 Intensive use

Backing PVC (without phthalates)

Primary backing nonwoven PET/PA

Sizes BLACK GREY BROWN BLUE RED
90 x 150 cm Ref. 930211 Ref. 930212 Ref. 930219 Ref. 930215 Ref. 930217

130 x 200 cm Ref. 930221 Ref. 930222 Ref. 930229 Ref. 930225 Ref. 930227

130 x 600 cm Ref. 930231 Ref. 930232 * * *

200 x 300 cm * * * * *

200 x 1000 cm * * * * *
*Available on order

High 
traffic

Medium/low 
traffic

Not combined with outdoor matting 
(scraping) A B

Combined with outdoor matting (absorbing) C D
Outdoor matting E

Cleaning recommendations
Routine maintenance. Vacuum cleaning. 
Use a beater-brush type vacuum cleaner for best results.
Intermediate cleaning. This operation can be done with horizontal mechanical brush.
Frequent spot cleaning. It is strongly recommended to remove chewing gum frequently.
Periodic thorough cleaning. Injection Extraction Cleaning. The cleaning solution
maximum temperature should not exceed 50°C.

Where to use?



  

Aqua 65 Twin FibreTM

www.medialinternational.com

BLACK

BROWN BLUE

RED

Type
Scraping

Use
Indoor

Traffic
Medium (500 to 1500)

Mat Matrix
B

Carpet for medium-traffic entrances

Placement of the product
•	 Medium traffic: 500 to 1500 passages per day
•	 Ideal for indoors, as a second dirt barrier
•	 Temperature: 0 to 60°C

Special Features
•	 Durable structure made of curly woven polypropylene and polyamide 6 fibres
•	 Non-woven polyester/polyamide 6 base
•	 New checkered pattern
•	 Phthalate-free PVC backing with high anti-slip effectiveness
•	 Excellent dirt removal and water absorption properties
•	 High level of safety for pedestrian traffic and trolley passages

Aqua 65 is a medium traffic entrance mat with high water absorbency and excellent dirt-removing characteristics. 
It features a double-fibre weave made of highly absorbent, curly-patterned polypropylene thin fibres and polyamide 6 thick 
fibres, which are effective in removing dirt. The thin and thick fibres are bonded to a nonwoven base of polyester and polya-
mide 6. Aqua 65’s anti-slip backing, made of durable phthalate-free PVC, offers excellent anti-slip properties on different
types of flooring. The edges of the backing are designed to allow safe passage.



Twin FibreTM

www.medialinternational.com

Aqua 65

BLACK

SPECIFICATIONS

BROWN

*Sand absorption classification Class 3: >=90%, Sand absorption classification: 80% =< class 2 < 
90%, Sand absorption classification Class 1: =< 80% **Optical classification: 5 indicates highest, 1 
indicates lowest ***All listed width dimensions include a PVC edge of 2,5 cm at both sides. The roll 
lengths are an indication. Delivered length can be up to 15% higher or lower.

REDBLUE

Excluding loose-laid mats
EN 14041:2004

Carpet for medium-traffic entrances

Sizes BLACK BROWN BLUE RED
60 x 90 cm Ref. 930101 Ref. 930109 Ref. 930105 Ref. 930107

90 x 150 cm Ref. 930111 Ref. 930119 Ref. 930115 Ref. 930117

130 x 200 cm Ref. 930121 Ref. 930129 Ref. 930125 Ref. 930127

Pile material 50% Polyamide, 50% Polypropylene

Flammability Euroclass EN 13501 Dfl-s1

Sizes rolls (w*l) *** 130 cm/ 20 m1, 200 cm/ 20 m1

Sizes mats (w*l) *** 60*90, 90*150, 130*200 (cm)

Pile weight ISO 8543 ± 770 g/m²

Total weight ISO 8543 ± 3.520 g/m²

Pile height ISO 1766 ± 6,5 mm

Total height ISO 1765 ± 9,0 mm

Pile thickness ± 5,5 mm

Total thickness ± 7,5 mm

Edging width 25 mm

Comfort EN 1307 LC1

Dimensional stability ISO 2551 < 1%

Slip Resistance EN 13893 DS

Yarn construction Double-fibre

Design Checkered Pattern

Colours 4

Backing PVC (without phthalates)

Primary backing nonwoven PET/PA?

Tested chemical substance Resistance
Cleaners Excellent

Salt water Excellent

Lead-free gas Good

Diesel Good

Engine Oil Good

Bleach Excellent

CHEMICAL RESISTANCE

TEST CONDITIONS: 7 days full immersion
RESISTANCE: evaluation criteria
•	 Excellent = no impact
•	 Good = slight effect on product, weight loss <1%
•	 Poor = product becomes unfit for use

High 
traffic

Medium/low 
traffic

Not combined with outdoor matting 
(scraping) A B

Combined with outdoor matting (absorbing) C D
Outdoor matting E

Where to use?

Cleaning recommendations
Routine maintenance. Vacuum cleaning. 
Use a beater-brush type vacuum cleaner for best results.
Intermediate cleaning. This operation can be done with horizontal mechanical brush.
Frequent spot cleaning. It is strongly recommended to remove chewing gum frequently.
Periodic thorough cleaning. Injection/Extraction Cleaning. The cleaning solution
maximum temperature should not exceed 50°C.



Duratap
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COCONUT

Type
Scraping

Use
Indoor

Traffic
Medium (500 to 1500)

Mat Matrix
B

The most wear-resistant coir mat

Duratap is the most wear-resistant coir mat. Unique features are its high use class rating of 32 (commer-
cial use) and its fire protection class rating of Cfl -s1. This heavyduty, tightly tufted mat makes access 
easy for wheelchairs and rollators.

This thick, firm coir mat has a stiff , bristly feel. With the classic touch of coir. Natural variations in the yarn
give the mat beautiful colour gradients. These vary from one mat to another, which makes for subtle colour nuances. 
The distinctive look of coir means this mat complements both classic and modern interiors.
Duratap is available customised with a maximum side length of 1 or 2 m.



Duratap

200 cm

100 cm

www.medialinternational.com

SPECIFICATIONS

COCONUT

*Sand absorption classification Class 3: >=90%, Sand absorption classification: 80% =< class 2 < 
90%, Sand absorption classification Class 1: =< 80% **Optical classification: 5 indicates highest, 1 
indicates lowest ***All listed width dimensions include a PVC edge of 2,5 cm at both sides. The roll 
lengths are an indication. Delivered length can be up to 15% higher or lower.

Excluding loose-laid mats
EN 14041:2004

The most wear-resistant coir mat

Pile material 100% machine-spun coconut fibre yarns

Use classification EN 1307 32

Flammability Euroclass EN 13501 Cfl-s1

Sizes rolls (w*l) *** 100 cm/ 10 m1, 200 cm/ 10 m1

Absorption capacity TNO W6034 ± 8,4 l/m² (tbc)

Pile weight ISO 8543 3.500 g/m²

Total weight ISO 8543 ca. 6.850 g/m²

Pile height ISO 1766 ca. 14 mm

Total height ISO 1765 ca. 17 mm

Pile density ISO 8543 NPD

Number of stitches ISO 1763 ca. 41.800 /m²

Wearing class EN 1963 32

Comfort EN 1307 LC5

Dimensional stability ISO 2551 NPD

Light fastness ISO 105 B02 >6

Water fastness ISO 105 B01 3-4

Rubbing fastness ISO 105 X12 3-4

Salt water ISO 105 E02 3-4

Shampoo BS 1006 3-4

Organic solvents ISO 105 X05 3-4

Static charge ISO 6356 2 kV

Slip Resistance EN 13893 DS

Yarn construction Cut pile

Design Plain

Suitability for stairs EN 1963 NPD

Suitability for castor chairs EN 985 NPD

Backing PVC (without phthalates) with integrated stability scrim

Declaration of Performance Available

High 
traffic

Medium/low 
traffic

Not combined with outdoor matting 
(scraping) A B

Combined with outdoor matting (absorbing) C D
Outdoor matting E

Cleaning recommendations
Routine maintenance. Vacuum cleaning. 
Use a beater-brush type vacuum cleaner for best results.
Intermediate cleaning. This operation can be done with horizontal mechanical brush.
Frequent spot cleaning. It is strongly recommended to remove chewing gum frequently.
Periodic thorough cleaning. Injection Extraction Cleaning. The cleaning solution
maximum temperature should not exceed 50°C.

Where to use?

Rolls Ref.
Cut 100 cm Ref. 934100

Cut 200 cm Ref. 934200

CUSTOM-MADE 
CARPETS SOLD BY  
METRE LINEAR

CUSTOM-MADE CARPETS 
SOLD BY METRE LINEAR



Aqua 45
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Twin FibreTM

ANTHRACITE

BROWN BLUE

RED

Type
Scraping

Use
Indoor

Traffic
Low (up to 500)

Mat Matrix
B

Low-traffic entrance carpet

Aqua 45 is a low-traffic entrance matting that offers good dirt-removal properties due to its thick fibres, and good absorbency 
due to the fine fibres, to minimise moisture. It has a curl-patterned double-fibre weave, made of thin polypropylene fibres 
with good absorbency and thick polyamide 6 fibres with a striped pattern, bonded to a nonwoven structure with a polyester 
and polyamide weave. The non-slip backing of Aqua 45 is made of durable, phthalate-free PVC for optimal protection of floor 
coverings from dirt. The strong phthalate-free PVC edges are designed to allow safe passage.

Placement of the product
•	 Low traffic: up to 500 passages per day
•	 Ideal indoors as a second dirt barrier
•	 Temperature: 0 to 60°C

Special Features
•	 Durable structure made of curly woven polypropylene/polyamide 6 fibres
•	 Non-woven polyester/polyamide 6 base
•	 Phthalate-free PVC anti-slip backing
•	 Excellent dirt removal and water absorption properties
•	 High safety for pedestrian traffic and trolley passage



www.medialinternational.com

Aqua 45 Twin FibreTM

ANTHRACITE

SPECIFICATIONS

BROWN

*Sand absorption classification Class 3: >=90%, Sand absorption classification: 80% =< class 2 < 
90%, Sand absorption classification Class 1: =< 80% **Optical classification: 5 indicates highest, 1 
indicates lowest ***All listed width dimensions include a PVC edge of 2,5 cm at both sides. The roll 
lengths are an indication. Delivered length can be up to 15% higher or lower.

REDBLUE

Excluding loose-laid mats
EN 14041:2004

Low-traffic entrance carpet

Sizes ANTHRACITE BROWN BLUE RED
60 x 90 cm Ref. 930000 Ref. 930009 Ref. 930005 Ref. 930007

90 x 150 cm Ref. 930010 Ref. 930019 Ref. 930015 Ref. 930017

Pile material 20% Polyamide, 80% Polypropylene

Flammability Euroclass EN 13501 Efl

Sizes rolls (w*l) *** 130 cm/ 20 m1, 200 cm/ 20 m1

Sizes mats (w*l) *** 60*90, 90*150 (cm)

Pile weight ISO 8543 ± 480 g/m²

Total weight ISO 8543 ± 3080 g/m²

Pile height ISO 1766 ± 4,0 mm

Total height ISO 1765 ±  7,0 mm

Pile thickness ±  4,0 mm

Total thickness ±  5,6 mm

Edging width 25 mm

Comfort EN 1307 LC1

Dimensional stability ISO 2551 < 1%

Slip Resistance EN 13893 DS

Yarn construction Double Fibre 

Design Striped pattern

Colours 4

Backing PVC (without phthalates)

Primary backing nonwoven PET/PA?

Chemical substance tested Resistance
Cleaners Excellent

Salt water Excellent

Lead-free gas Good

Diesel Good

Engine Oil Good

Bleach Good

CHEMICAL RESISTANCE

TEST CONDITIONS: 7 days full immersion
RESISTANCE: evaluation criteria
•	 Excellent = no impact
•	 Good = slight effect on product, weight loss <1%
•	 Poor = product becomes unfit for use

High 
traffic

Medium/low 
traffic

Not combined with outdoor matting 
(scraping) A B

Combined with outdoor matting (absorbing) C D
Outdoor matting E

Where to use?

Cleaning recommendations
Routine maintenance. Vacuum cleaning. 
Use a beater-brush type vacuum cleaner for best results.
Intermediate cleaning. This operation can be done with horizontal mechanical brush.
Frequent spot cleaning. It is strongly recommended to remove chewing gum frequently.
Periodic thorough cleaning. Injection/Extraction Cleaning. The cleaning solution
maximum temperature should not exceed 50°C.



Welkom-in
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ECONYLTM

Type
Absorbent

Use
Indoor

Traffic
High (1500 to 5000)

Mat Matrix
C

High traffic washable entrance mats

A washable entrance mat designed for high-traffic indoor environments.
 
Welkom-In is made from high-performance regenerated fibres, ensuring excellent absorption of 
moisture and dirt while keeping floors clean and dry. 
 
The anti-slip nitrile backing, suitable for industrial washing, ensures durability and safety even in 
professional environments such as receptions, offices and corridors.

LIGHT GREY DARK GREY

Also available  
as a customised version

Ideal for high-traffic environments

Perfect for entrances, receptions, 
corridors and office spaces. 
Keeps areas cleaner for longer thanks to 
its high absorption capacity.

EN
G

100% Recycled Nylon
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ECONYLTMWelkom-in

SPECIFICATIONS

Excluding loose-laid mats
EN 14041:2004

High traffic washable entrance mats

Material Regenerated polyamide ECONYL®

Flammability Euroclass EN 13501 Cfl-s1

Sizes mats (w*l) *** 60*85, 85*150, 115*180, 150*200 (cm)

Pile weight 722g/m² +/-5%

Total weight 2397 g/m² +/-5%

Pile thickness 10 mm

Total thickness 14 mm

Static charge ISO 6356 < 2,0 kV

Antistatic behaviour ISO 10965 10¹¹ Ω

Slip Resistance EN 13893 DS

Yarn construction Twisted fibres (crush-resistant)

Colours 2

Backing 100% nitrile (34% recycled PI) phthalate-free

Declaration of Performance Available

High 
traffic

Medium/low 
traffic

Not combined with outdoor matting 
(scraping) A B

Combined with outdoor matting (absorbing) C D
Outdoor matting E

Cleaning recommendations

Where to use?

Sizes LIGHT GREY DARK GREY
60 x 85 cm Ref. 901202 Ref. 901200

85 x 150 cm Ref. 901212 Ref. 901210

115 x 180 cm Ref. 901222 Ref. 901220

150 x 200 cm Ref. 901232 Ref. 901230

LIGHT GREY DARK GREY

Daily cleaning. Vacuum cleaning. 
For best results, use a vacuum cleaner with a rotating brush.
Periodic cleaning. Industrial washing to maintain the mat’s performance over time.
Frequent stain removal. Prompt removal of dirt is recommended to prevent stains 
from penetrating deeply.
Deep cleaning. Washable in water using professional cleaning cycles. The mat main-
tains its shape and performance even after repeated washing.

CUSTOMISATION OPTIONS



Delta
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HydroTXTM ECONYLTM

BLACK

GREY

TAUPE

Type
Absorbent

Use
Indoor

Traffic
High (1500 to 5000)

Mat Matrix
C

A special velour mat with a sustainable character

Matching all floors
Different colourways have been developed
to complement every interior style.
For ambiences ranging from classic to 
modern design.  The broad range always
finds  customers’ solution, to complement
both interior design and floor type.
Make your own combination.
Be inspired by our options.

Delta is an absorbent entrance mat with a fine scraper fibre. Made of ECONYL® yarn, 
this high-traffic entrance mat contains HydroTX™. 
Find out more about HYDROTX through the QR CODE. 

Delta is a thicker, crossover velour mat. Its varied, grainy texture blends easily with both hard and 
soft floor surface - such as wood, vinyl, carpet and ceramic tiles. The dark-grey, scraper fibres provide 
a restful background. The grey tone complements the dark metal of steel doors, anthracite window 
frames, etc. The mat’s cool colour palette includes two neutral greys – black and grey. While a warm 
colour palette offers a shade of brown – taupe – which goes well with a variety of wood types.

PILE



HydroTXTM
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ECONYLTMDelta

SPECIFICATIONS

*Sand absorption classification Class 3: >=90%, Sand absorption classification: 80% =< class 2 < 
90%, Sand absorption classification Class 1: =< 80% **Optical classification: 5 indicates highest, 1 
indicates lowest ***All listed width dimensions include a PVC edge of 2,5 cm at both sides. The roll 
lengths are an indication. Delivered length can be up to 15% higher or lower.

Excluding loose-laid mats
EN 14041:2004

A special velour mat with a sustainable character

Pile material 100% recycled (ECONYL®) Polyamide

Use classification EN 1307 32

Flammability Euroclass EN 13501 Cfl-s1

Sizes rolls (w*l) *** 135 cm/ 20 m1, 200 cm/ 20 m1

Sizes mats (w*l) *** 60*90, 90*150, 135*200 (cm)

Sand absorption class* 3

Optical class** 4

Absorption capacity TNO W6034 ± 5,5 l/m² (tbc)

Pile weight ISO 8543 850 g/m²

Total weight ISO 8543 ca. 3.550 g/m²

Pile height ISO 1766 ca. 6,0 mm

Total height ISO 1765 ca. 8,0 mm

Pile density ISO 8543 0,113 g/cm³

Number of stitches ISO 1763 ca. 74.500 /m²

Wearing class EN 1963 32

Comfort EN 1307 LC3

Dimensional stability ISO 2551 < 0,4%

Light fastness ISO 105 B02 >6

Water fastness ISO 105 B01 4-5

Rubbing fastness ISO 105 X12 4-5

Salt water ISO 105 E02 4

Shampoo BS 1006 4-5

Organic solvents ISO 105 X05 4

Static charge ISO 6356 < 2,0 kV

Slip Resistance EN 13893 DS

Yarn construction Cut pile

Design Heathered

Colouring Solution dye

Colours 3

Suitability for stairs EN 1963 Intensive use

Suitability for castor chairs EN 985 Intensive use

Backing PVC

Primary backing nonwoven PET/PA

Declaration of Performance Available

High 
traffic

Medium/low 
traffic

Not combined with outdoor matting 
(scraping) A B

Combined with outdoor matting (absorbing) C D
Outdoor matting E

Cleaning recommendations
Routine maintenance. Vacuum cleaning. 
Use a beater-brush type vacuum cleaner for best results.
Intermediate cleaning. This operation can be done with horizontal mechanical brush.
Frequent spot cleaning. It is strongly recommended to remove chewing gum frequently.
Periodic thorough cleaning. Injection Extraction Cleaning. The cleaning solution
maximum temperature should not exceed 50°C.

Where to use?

Sizes BLACK GREY TAUPE
60 x 90 cm Ref. 931001 Ref. 931002 Ref. 931004

90 x 150 cm Ref. 931011 Ref. 931012 Ref. 931014

135 x 200 cm Ref. 931061 Ref. 931062 Ref. 931064

BLACK GREY TAUPE



Nelson

www.medialinternational.com

GREY

ANTHRACITE

Type
Absorbent

Use
Indoor

Traffic
Low (up to 500)

Mat Matrix
D

The most affordable entrance mat

Matching all floors
Different colourways have been developed
to complement every interior style.
For ambiences ranging from classic to 
modern design.  The broad range always
finds  customers’ solution, to complement
both interior design and floor type.
Make your own combination.
Be inspired by our options.

Nelson is our most affordable entrance mat for lowand medium traffic entrances, up to 500 transits/day. It is designed to be 
used at home, in small shops, offices and other low-traffic commercial buildings. The grey or antracite heathered design 
visually hides dust and debris. The soft, short pile absorbs moisture yet prevents pet hair from getting stuck and faci-
litates easy vacuum cleaning. Nelson is made from solution dyed polyamide assuring a very long lifetime. 
It does not fade in sunlight and withstands aggressive cleaning chemicals.
Nelson comes with a phthalate-free PVC backing, impermeable for water in order to protect the subfloor.
Nelson is available in mats. The throw-down mats come with a PVC edge of 2,5 cm all around.
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Nelson

SPECIFICATIONS

*Sand absorption classification Class 3: >=90%, Sand absorption classification: 80% =< class 2 < 
90%, Sand absorption classification Class 1: =< 80% **Optical classification: 5 indicates highest, 1 
indicates lowest ***All listed width dimensions include a PVC edge of 2,5 cm at both sides. The roll 
lengths are an indication. Delivered length can be up to 15% higher or lower.

Excluding loose-laid mats
EN 14041:2004

The most affordable entrance mat

Pile material Polyamide

Use classification EN 1307 31

Flammability Euroclass EN 13501 Cfl-s1

Sizes rolls (w*l) *** 130 cm/ 20 m1, 200 cm/ 20 m1

Sizes mats (w*l) *** 60*90, 90*150 (cm)

Sand absorption class* NPD

Optical class** NPD

Absorption capacity TNO W6034 NPD

Pile weight ISO 8543 500 g/m²

Total weight ISO 8543 ca. 2.800 g/m²

Pile height ISO 1766 ca. 5 mm

Total height ISO 1765 ca. 6,5 mm

Pile density ISO 8543 0,085 g/cm³

Number of stitches ISO 1763 ca. 65.000 /m²

Wearing class EN 1963 31

Comfort EN 1307 LC1

Dimensional stability ISO 2551 < 0,4%

Impact sound insulation EN 1307 annex D. ≥ 10 dB

Light fastness ISO 105 B02 >7

Water fastness ISO 105 B01 4-5

Rubbing fastness ISO 105 X12 4-5

Salt water ISO 105 E02 4-5

Shampoo BS 1006 4-5

Organic solvents ISO 105 X05 4-5

Static charge ISO 6356 < 2,0 kV

Thermal resistence EN 12667 NPD

Slip Resistance EN 13893 DS

Yarn construction Cut pile

Design Heathered

Colouring Solution dye

Colours 2

Suitability for stairs EN 1963 Occasional use

Suitability for castor chairs EN 985 Occasional use

Backing PVC (without phthalates)

Primary backing nonwoven PET/PA

Declaration of Performance Available

High 
traffic

Medium/low 
traffic

Not combined with outdoor matting 
(scraping) A B

Combined with outdoor matting (absorbing) C D
Outdoor matting E

Cleaning recommendations
Routine maintenance. Vacuum cleaning. 
Use a beater-brush type vacuum cleaner for best results.
Intermediate cleaning. This operation can be done with horizontal mechanical brush.
Frequent spot cleaning. It is strongly recommended to remove chewing gum frequently.
Periodic thorough cleaning. Injection Extraction Cleaning. The cleaning solution
maximum temperature should not exceed 50°C.

Where to use?

ANTHRACITE GREY

Sizes ANTHRACITE GREY
60 x 90 cm Ref. 931000 Ref. 932002

90 x 150 cm Ref. 932010 Ref. 932012



Welkom-ex
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Type
Scraping

Use
Outdoor

Traffic
High (1500 to 5000)

Mat Matrix
E

High traffic outdoor entrance mats

PVC mat with intertwined loop structure, designed for outdoor use and ideal for areas exposed to 
rain, dirt and heavy foot traffic. Its open structure allows immediate water drainage and retains 
dirt before it is carried indoors. 
Non-absorbent material with a draining structure, it ensures cleanliness and safety at the entran-
ce even in wet conditions. Slip-resistant, frost-resistant down to -15°C and characterised by high 
tensile strength. 
Compliant with REACH regulation – EC No 1907/2006. 
An effective solution for commercial entrances, covered walkways and outdoor areas with high traffic.

LIGHT GREY BLUE

RED

Ideal for high-traffic outdoor environments

Perfect for outdoor entrances, walkways 
and areas exposed to weather conditions. 
Ensures effective drainage and dirt 
removal before entering indoor spaces.

EN
G
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Welkom-ex

SPECIFICATIONS

Excluding loose-laid mats
EN 14041:2004

High traffic outdoor entrance mats

Material PVC (vinyl)

Flammability Euroclass EN 13501 16 CFR PART 1631 (FF2-70)

Sizes rolls (w*l) *** 120 cm × 6 m

Sand absorption class* 2

Optical class** 3

Weight ISO 8543 4.4 ±1 kg/m²

Height ISO 1766 13–14 mm

Slip Resistance EN 13893 0.685 (dry) – 0.580 (wet)

Yarn construction Intertwined vinyl loops

Design Open draining structure

Colouring Masterbatch coloured

Colours 3

Suitability for stairs EN 1963 Suitable

Suitability for castor chairs EN 985 Not suitable

High 
traffic

Medium/low 
traffic

Not combined with outdoor matting 
(scraping) A B

Combined with outdoor matting (absorbing) C D
Outdoor matting E

Cleaning recommendations

Where to use?

Daily cleaning. Removal of surface dirt by shaking or rinsing with water.
Periodic cleaning. 
Washing with water to remove dirt accumulated within the draining structure.
Frequent stain removal.
Not required thanks to the non-absorbent structure.
Deep cleaning. Washable with water, including pressure cleaning. 
Quick drying thanks to the open structure.

Roll Size LIGHT GREY BLUE RED
120 cm x 6 M Ref. 113125 Ref. 113155 Ref. 113175

LIGHT GREY BLUE RED



Collect
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Type
Scraping

Use
Outdoor

Traffic
High (1500 to 5000)

Mat Matrix
E

The most efficient outdoor entrance mat

ANTHRACITE

BROWN

RED

This carpet quality has been conceived for an external use. It is a wonderful supplement for our carpets’ portfolio 
of products. 
The mat Collect is made of 100% polyamide yarns, is very strong and has all the features for commercial use. 
A very fine scraping loop pile takes care of a proper absorption of dirt and moisture, so the functionality is 
excellent. Available colors red, anthracite and brown.

The very fine fibre favours  
water drainage 
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Collect

SPECIFICATIONS

*Sand absorption classification Class 3: >=90%, Sand absorption classification: 80% =< class 2 < 
90%, Sand absorption classification Class 1: =< 80% **Optical classification: 5 indicates highest, 1 
indicates lowest ***All listed width dimensions include a PVC edge of 2,5 cm at both sides. The roll 
lengths are an indication. Delivered length can be up to 15% higher or lower.

Excluding loose-laid mats
EN 14041:2004

The most efficient outdoor entrance mat

Pile material 100% Polyamide

Use classification EN 1307 33

Flammability Euroclass EN 13501 Cfl-s1

Sizes rolls (w*l) *** 100 cm/ 20 m1, 200 cm/ 20 m1

Sizes mats (w*l) *** 60*90, 90*150 (cm)

Sand absorption class* 2

Optical class** NPD

Pile weight ISO 8543 600 g/m²

Total weight ISO 8543 ca. 3.000 g/m²

Pile height ISO 1766 ca. 6,5 mm

Total height ISO 1765 ca. 8,0 mm

Pile density ISO 8543 0,079 g/cm³

Number of stitches ISO 1763 ca. 64.500 /m²

Wearing class EN 1963 33

Comfort EN 1307 LC1

Dimensional stability ISO 2551 < 0,4%

Light fastness ISO 105 B02 >7

Water fastness ISO 105 B01 4-5

Rubbing fastness ISO 105 X12 4-5

Salt water ISO 105 E02 4-5

Shampoo BS 1006 4-5

Organic solvents ISO 105 X05 4-5

Static charge ISO 6356 < 0,1 kV

Slip Resistance EN 13893 DS

Yarn construction Bouclé

Design Blended

Colouring Solution dye

Colours 3

Suitability for stairs EN 1963 Intensive use

Suitability for castor chairs EN 985 Intensive use

Backing PVC

Primary backing nonwoven PET/PA

Declaration of Performance Available

High 
traffic

Medium/low 
traffic

Not combined with outdoor matting 
(scraping) A B

Combined with outdoor matting (absorbing) C D
Outdoor matting E

Cleaning recommendations
Routine maintenance. Vacuum cleaning. 
Use a beater-brush type vacuum cleaner for best results.
Intermediate cleaning. This operation can be done with horizontal mechanical brush.
Frequent spot cleaning. It is strongly recommended to remove chewing gum frequently.
Periodic thorough cleaning. Injection Extraction Cleaning. The cleaning solution
maximum temperature should not exceed 50°C.

Where to use?

ANTHRACITE BROWN RED

Sizes ANTHRACITE MARRONE ROSSO
60 x 90 cm Ref. 933000 Ref. 933009 Ref. 933007

90 x 150 cm Ref. 933010 Ref. 933019 Ref. 933017
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